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mITX-E38
P/N: 810590-4500
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EUROPE
1st Angle Projection
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Notes:
 
Finish:
********** Coating: *************
- Part to be powder painted.Color to be black per RAL9005
  and to a thickness of max 0.2mm
  Structure:fine
  Glare:3-4
- Part to be masked and painted per sheet "2".
- Through holes,threads and noted surfaces to be free of paint.
- Specified fasteners to be free of paint.
 
General:
- All inside bends: XX mm max.
- All undimensioned radii: XX mm.
- All undimensioned chamfers: XX mm.
- Undimensioned shape according to 3D model.
- Self clinching fasteners to be PEM® or approved equivalent.
- Parts to be riveted by specified rivets.
- Surface in visible area must be scratch free.
- Normal handling should be free from risk of injury.
- Additional regulations according "Technical procurement specification mechanics"
  must be considered.
- (Weitere Vorschriften entsprechend "Technische Liefervorschrift Mechanik"
  berücksichtigen.
 
 
 
********** Coating: ***************
- Black hard coat anodize 0.05 deep.
- Black anodise to DIN 17611.
- Part to be clear iridited.
- Black oxide coating (Brüniert).
- Blackened to MIL-C-13924 Class 4.
- Part to be Zinc palted to DIN 50961 - Fe/Zn 8-12 B
  (VERZINKEN UND BLAU CHROMATIERT)
- Chemical conversion coating to MIL-C-5541E.
- Class 3 (low electrical resistance).
  Color:iridescent yellow.
- Chemical conversion coating with SurTec 650 Alodine 400 or similar.
  (Colourless passivation on chrome-III basis).
- (Konversionbeschichtung mit SurtEc 650 Alodine 400 oder ähnliches).
  (Farblose passivierung auf chrom-III Basis).
 

Inscription  (Kennzeichnung)
According to delivery regulation.

Visible side
(Sichtseite)

XX   Inspection dimension (Prüfmaße)
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