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curl --user <username>:<password> http://<platform ip>:9090/v3/Auth

 

{ "result": "Success", "token": "4eb8f7eb-7d6e-493f-b5c3-23235bc3f576", "roleKey": "admin", 

"roleText": "Administrator"} 

 

curl --user admin:4eb8f7eb-7d6e-493f-b5c3-23235bc3f576 http://<platform 

ip>:9090/v3/Platform/<platform number>/AvailableModels 



 

 

curl --user <username>:<token> -k https://<platform ip>/v3/Security/Certificates -F 

key=@<filename> -F cert=@filename -F cacert=@filename 

 

curl --user <username>:<token> http://<platform ip>/v3/Security/HTTPS -d 

"enabled=true&strictMode=false" 



 

 

 
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{"status":"Failure", "code": 28, "message": "Invalid access level for API call"} 

 

 

 

{"status": "Failure", "code": 26, "message": "User already exists"} 

 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/UserList 

curl --user <username>:<token> -d "name=ricky&password=bobby&roleKey=<valid role key>" 

http://<platform ip>:9090/v3/Platform/<platform number>/AddUser 
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 

 

 

curl --user <username>:<token> -d "name=ricky&newPassword=1234&newRoleKey=<valid role key>" 

http://<platform ip>:9090/v3/Platform/<platform number>/ModifyUser 

curl --user <username>:<token> –d "name=ricky" http://<platform ip>:9090/v3/Platform/<platform 

number>/DeleteUser 



 

 

 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/Node/<node 

number>/MonitoredSensors 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/Node/<node number>/Sensors 

[{"number": "0", "name": "Temp Inlet", "type": "Temperature", "unit": "degrees C", "analog": 

"yes", "monitored": "no", "value": "0"}] 

curl --user <username>:<token> -d "list=[ 1, 2, 23, 42]&value=yes" http://<platform 

ip>:9090/v3/Platform/<platform number>/Node/<node number>/MonitoredSensors 
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curl -G --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/SEL/Events -d "offset=116&limit=1" 

{ "numRecords": 639, "records": [{"recordId": 116, "timestamp": "2015-01-29T05:52:44Z", 

"generatorId": "Node1", "sensorNumber": 40, "sensorName": "ACPI State", "sensorType": "System 

ACPI Power State", "eventDirection": "Asserted", "eventData1": 0, "eventData2": 255, 

"eventData3": 255, "eventDescription": ""}]} 
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curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/SEL/Csv 

curl –X POST --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/SEL/Clear 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/SEL/Settings -X PUT -d "pollingEnabled=true&recordsRetention=10000" 



 

 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/PSU/<psu 

number>/Value 

curl --user <username>:<token> 

http://<platform ip>:9090/v3/Platform/<platform number>/PSU/<psu number>/ResetStats 



 

 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/SwitchSpeed 

[{ "slot": "7", "speed": "1" }, { "slot": "9", "speed": "10" }] 

curl --user <username>:<token> 

-d "speedConfig=[{ \"slot\": \"7\", \"speed\": \"1\"}, { \"slot\": \"9\", \"speed\": \"1\"}]" 

http://<platform ip>:9090/v3/Platform/<platform number>/SwitchSpeed 



 

 

 

curl --user <username>:<token> -F file=@<full path of the file> http://<platform 

ip>:9090/v3/Platform/<platform number>/UploadBundle 

 

curl --user <username>:<token> –d "node=<number of the node to upgrade>" http://<platform 

ip>:9090/v3/Platform/<platform number>/OneClickUpgrade 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/OneClickUpgrade 

 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/AvailableModels 

 

curl --user <username>:<token> -F file=@<full path of the file> http://<platform 

ip>:9090/v3/Platform/<platform number>/UploadBundle 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/OneClickUpgrade 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/OneClickUpgrade 
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{"status":"Failure", "code": 23, "message": "Invalid password for user"} 

{"status":"Failure", "code": 29, "message": "Basic HTTP Authentication required"} 

 

 

 

 
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{"status": "Failure", "code": 43, "message": "Certificate upload already in progress" } 

{"status": "Failure", "code": 44, "message": "Failed to write uploaded file." } 

{"status": "Failure", "code": 45, "message": "Uploaded .key file is protected by 

passphrase.\n Please remove and re-upload." } 

curl --user <username>:<password> http://<platform ip>:9090/v3/Auth 

http://en.wikipedia.org/wiki/Basic_access_authentication


{"status": "Failure", "code": 46, "message": "Missing file. Must upload at least 'key' and 

'cert' files." } 

 

 

 

{"status":"Failure", "code": 4, "message": "Bad parameters"} 

 

 

curl --user <username>:<token> http://<platform ip>/v3/Security/HTTPS -d 

"enabled=true&strictMode=false" 



 

 

 
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{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 1, "message": "" } 

{"status": "Failure", "code": 4, "message": "Bad parameters" } 

{"status": "Failure", "code": 26, "message": "User already exists" } 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/UserList 

curl --user <username>:<token> -d "name=ricky&password=bobby&roleKey=<valid role key>" 

http://<platform ip>:9090/v3/Platform/<platform number>/AddUser 



 

 

 
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{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 20, "message": "Missing parameter" } 

{"status": "Failure", "code": 25, "message": "User does not exist" } 

{"status": "Failure", "code": 26, "message": "User already exists" } 

{"status": "Failure", "code": 34, "message": "User only allowed to modify his password" } 

 

 

{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 4, "message": "Bad parameters" } 

{"status": "Failure", "code": 25, "message": "User does not exist" } 

curl --user <username>:<token> -d "name=ricky&newPassword=1234&newRoleKey=<valid role key>" 

http://<platform ip>:9090/v3/Platform/<platform number>/ModifyUser 

curl --user <username>:<token> –d "name=ricky" http://<platform ip>:9090/v3/Platform/<platform 

number>/DeleteUser 



 

 

 

 

 

 



 

{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 4, "message": "Bad parameters"} 

 

i.e.: [{"mode":"255", "node":"1"}, {"mode":"255", "node":"2"}, {"mode":"255", "node":"3"}, 

{"mode":"255", "node":"4"}, {"mode":"255", "node":"5"}, {"mode":"255", "node":"6"}, 

{"mode":"255", "node":"7"}, {"mode":"255", "node":"8"}, {"mode":"255", "node":"9"}] 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/SwitchSpeed -d "ip=192.168.2.3&netmask=24" 



i.e.: [{"mode":"255", "node":"1"}, {"mode":"255", "node":"2"}, {"mode":"255", "node":"3"}, 

{"mode":"255", "node":"4"}, {"mode":"255", "node":"5"}, {"mode":"255", "node":"6"}, 

{"mode":"255", "node":"7"}, {"mode":"255", "node":"8"}, {"mode":"255", "node":"9"}] 

 

{"status":"Success", "code": 0, "message": ""} 

{"status":"Failure", "code": 4, "message": "Bad parameters"} 

{"status":"Failure", "code": 6, "message": "Invalid Slot Number"} 

{"status":"Failure", "code": 56, "message": "Invalid Fabric Port Mode Setting"} 

 

{"status": "Failure", "code": 4, "message": "Bad parameters"} 

{"status": "Failure", "code": 5, "message": "Internal Error"} 

curl --user <username>:<token> http://<platform 

ip>:9090/v3/Platform/<platform number>/FabricDefaultPortMode -d ‘fabricPortModeConfig=[{ 

"node": "1", "mode":"0" }, { "node":"2", "mode":"2"}, { "node":"3", "mode":"2"}, { "node":"8", 

"mode":"255"}]’ 



 
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{"status":"Success", "code": 0, "message": ""} 

{"status":"Failure", "code": 4, "message": "Bad parameters"} 

 

{"status": "Success", "code": 0, "message": "" } 

 

{"status": "Success", "code": 0, "message": "" } 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/SharedIp 

-d "ip=192.168.2.3&netmask=24" 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/StartSnmp 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/StopSnmp 



 

{"status": "Success", "code": 0, "message": "" } 

 

{"status": "Success", "code": 0, "message": "" } 

 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/RestartSnmp 

curl -F file=@<filename> http://<platform ip>:9090/v3/Platform/<platform 

number>/UploadSnmpConfig --user <username>:<token> 



 

 

 

i.e.: {"nodeType": "","inProgress": "0","currentNode": "","allStatus": [],"totalProgress": 

0, "state": "Completed", "currentStatus": {}} 

 

 

 

{"status": "Success", "code": 0, "message": "" } 

{"status":"Failure", "code": 1, "message": ""} 

curl --user <username>:<token> -F file=@<filename> http://<platform 

ip>:9090/v3/Platform/<platform number>/UploadBundle 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/BundleInfo 



{"status":"Failure", "code": 38, "message": "No bundle was found. Please upload a valid 

Bundle before upgrading"} 

 

 

i.e.: { "platform": "6", "monitoredSensors": [{"node": "1", "monitoredSensors": [ 

{"number": "27", "name": "Health Status", "type": "Platform Alert", "unit": "", "analog": 

"no", "monitored": "yes", "aggregation": "yes", "value": "0x8002"}]}, {"node": "3", 

"monitoredSensors": [ {"number": "23", "name": "Health Error", "type": "Platform Alert", 

"unit": "", "analog": "no", "monitored": "yes", "aggregation": "no", "value": "0x8001"}]}, 

{"node": "10", "monitoredSensors": [ {"number": "70", "name": "Health Status", "type": 

"Platform Alert", "unit": "", "analog": "no", "monitored": "yes", "aggregation": "yes", 

"value": "0x8002"}]}, {"node": "11", "monitoredSensors": [ {"number": "70", "name": "Health 

Status", "type": "Platform Alert", "unit": "", "analog": "no", "monitored": "yes", 

"aggregation": "yes", "value": "0x8002"}]}]} 

 

i.e: { "password": "<returned password>"} 

 

curl --user <username>:<token> -d 'model=MSP8020&forceUpdate=true' http://<platform 

ip>:9090/v3/Platform/<platform number>/OneClickUpgrade 

curl --user <username>:<token> -X POST http://<platform ip>:9090/v3/Platform/<platform 

number>/OneClickUpgrade 



{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 20, "message": "Missing parameter" } 

{"status": "Failure", "code": 37, "message": "The password format must have: a length of 

exactly 8 characters, at least 1 lower case and 1 upper case letter, uses 1 or more number, 

uses 1 or more special character."} 

 

i.e: 

{"alarmlevel": "None",  "components" : [ {"nodes" : [] } , {"psu" : [] }, {"fans" : [] }], 

"text": ""} 

{"alarmlevel": "Major", "components" : [ {"nodes" : ["10", "11"]}, {"psu" : []}, {"fans" : 

[]} ], "text": "HubNode 1, HubNode 2 at alarm level Major"} 

{"alarmlevel": "Critical", "components" : [ {"nodes" : []}, {"psu" : ["1"]}, {"fans" : []} 

], "text": "PSU 1 at alarm level Critical"} 

 

{"oid": "1.3.6.1.4.1.6603"} 

{"oid": "1.3.6.1.4.1.15000"} 

 

i.e.: {"status": "off"} 



 

{"status":"Success", "code": 0, "message": ""} 

 

i.e: {"presentNodes": [{"type": "HubNode", "number": "10"}, {"type": "HubNode", "number": 

"11"}, {"type": "Node", "number": "1"}, {"type": "Node", "number": "2"}, {"type": "Node", 

"number": "3"}, {"type": "Node", "number": "4"}, {"type": "Node", "number": "5"}, {"type": 

"Node", "number": "6"}, {"type": "Node", "number": "7"}, {"type": "Node", "number": "8"}, 

{"type": "Node", "number": "9"}]} 

 

 

 

 

 

 

 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/LED/Identify -d "command=on" 



 

 
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{"status": "Success", "code": 0, "message": "" } 

 

 
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{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 1, "message": "" } 

{"status": "Failure", "code": 2, "message": "Target Node is not present" } 

{"status": "Failure", "code": 3, "message": "Invalid payload ID" } 

{"status": "Failure", "code": 4, "message": "Bad parameters" } 

curl http://<platform ip>:9090/v3/Platform/<platform number>/Node/<node 

number>/ManagementNetwork 

--user <username>:<token> -d "ip=1.1.1.1&ipsource=static&netmask=27&vlan=101" 

curl http://<platform ip>:9090/v3/Platform/<platform number>/Node/<node number>/PowerCommand 



 

{"Sensors": [ {"number": "0", "name": "FRU0 Hot Swap", "type": "OEM Reserved", "unit": "", 

"analog": "no", "monitored": "no", "aggregation": "no", "value": "0x0"}, {"number": "1", 

"name": "FRU1 Hot Swap", "type": "OEM Reserved", "unit": "", "analog": "no", "monitored": 

"no", "aggregation": "no", "value": "0x0"}, … ]} 

 

{"node": "1", "monitoredSensors": [ {"number": "27", "name": "Health Status", "type": 

"Platform Alert", "unit": "", "analog": "no", "monitored": "yes", "aggregation": "yes", 

"value": "0x8002"}]} 

 

 

{"status": "Success", "code": 0, "message": "" } 

{"status":"Failure", "code": 15, "message": "Bad sensor number"} 



 

{"sensorInfo": {"number": "27", "name": "Health Status", "type": "Platform Alert", "unit": 

"", "analog": "no", "monitored": "no", "aggregation": "yes", "value": "0x8002"}, 

"sensorHealth": "Healthy", "aggregationDetails": [{"name": "Temp Brd Inlet", "number": "4", 

"value": "28.00", "health": "Healthy"}, {"name": "Temp Brd Outlet", "number": "5", "value": 

"30.00", "health": "Healthy"}, {"name": "Temp BMC", "number": "7", "value": "37.00", 

"health": "Healthy"}, {"name": "Temp CPU 1", "number": "8", "value": "0.00", "health": 

"Healthy"}, {"name": "Temp CPU 2", "number": "9", "value": "37.00", "health": "Healthy"}]} 

 

i.e: 

{"number": "1", "name": "Node 1", "health": "Green", "fruInfo": {"mfgDate": "Tue Nov  3 

16:29:00 2015", "boardMfg": "Kontron", "boardProductName": "4003", "boardProductPart": 

"T4003###############", "boardSerialNumber": "0000000000"},"hotswapStatus":{"state": "M4", 

"text": "Active"},"type":"node", "versions" : [{ "name" : "BMC", "major" : "3", "minor" : 

"33"},{ "name" : "FPGA", "major" : "1", "minor" : "02"},{ "name" : "BIOS", "major" : "0", 

"minor" : "42"}],"model": "MSP8000", "isUpdating" : "0", "managementIP": "172.16.143.101", 

"managementMAC": "00:a0:a5:7c:ec:1a", "components": [{ "description": "Payload1       ", 

"number": "1", "hotswapStatus":{"state": "M4", "text": "Active"}, "networkInterfaces": [{ 

"id": "1", "backplane": "Base1", "ip": ["0", "0", "0", "0"], "gateway": ["0", "0", "0", 

"0"], "netmask": "0", "ipSource": "static", "mac": "00:a0:a5:7c:ec:18"}, { "id": "2", 

"backplane": "Base2", "ip": ["0", "0", "0", "0"], "gateway": ["0", "0", "0", "0"], 

"netmask": "0", "ipSource": "static", "mac": "00:a0:a5:7c:ec:19"}, { "id": "3", 

"backplane": "Fabric1", "ip": ["0", "0", "0", "0"], "gateway": ["0", "0", "0", "0"], 

"netmask": "0", "ipSource": "static", "mac": "00:a0:a5:7c:ec:16"}, { "id": "4", 

"backplane": "Fabric2", "ip": ["0", "0", "0", "0"], "gateway": ["0", "0", "0", "0"], 

"netmask": "0", "ipSource": "static", "mac": "00:a0:a5:7c:ec:17"}]}] } 

curl http://<platform ip>:9090/v3/Platform/<platform number>/Node/<node 

number>/MonitoredSensors 

--user <username>:<token> -d "list=[1, 23, 35]&value=yes" 

curl http://<platform ip>:9090/v3/Platform/<platform number>/Node/<node 

number>/MonitoredSensors 

--user <username>:<token> -d "list=[1, 23, 35]&value=no" 



 

{"payloads": [{ "number": "1", "description": "Payload1       "}]} 

{"payloads": [{ "number": "1", "description": "Payload1       "}, { "number": "2", 

"description": " Payload2       "}]} 

 

’

{"alarmlevel": "None", "sensors":[]} 

{"alarmlevel": "Major", "sensors":[{"sensorNumber":"1", "text":"Major Fault : Sensor 'Temp 

Inlet' is at 23.00"}]} 

 

i.e: {"status": "off"} 

 

{"status":"Success", "code": 0, "message": ""} 



 

 

  

{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 1, "message": "" } 

{"status": "Failure", "code": 3, "message": "Invalid payload ID" } 

{"status": "Failure", "code": 22, "message": "Model does not support KVM provisionning" } 

 

 

 

 

 

{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 1, "message": "" } 

{"status": "Failure", "code": 2, "message": "Target Node is not present" } 

{"status": "Failure", "code": 3, "message": "Invalid payload ID" } 

{"status": "Failure", "code": 4, "message": "Bad parameters" } 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/Node/<node number>/LED/Identify -d "command=on" 



 

{"Nics": [{ "id": "1", "backplane": "Base1"}, { "id": "2", "backplane": "Base2"}, { "id": 

"3", "backplane": "Fabric1"}, { "id": "4", "backplane": "Fabric2"}]} 

{"Nics": [{ "id": "1", "backplane": "Base2"}, { "id": "2", "backplane": "Fabric1"}]} 

{"Nics": [{ "id": "1", "backplane": "Base1"}, { "id": "2", "backplane": "Fabric2"}]} 

 

{"number": "1", "description": "UDHM"} 

 

{"status":"Success", "code": 0, "message": ""} 

{"status":"Failure", "code": 2, "message": "Target Node is not present"} 

{"status":"Failure", "code": 1, "message": ""}  

curl http://<platform ip>:9090/v3/Platform/<platform number>/Node/<node 

number>/Payload/<payload number>/PowerCommand 

--user <username>:<token> -d "command=deactivate" 



{"status":"Failure", "code": 53, "message": "Maximum length of server description is 15 

characters."} 

 

 

{ "id": "1", "backplane": "Base2", "ip": ["0", "0", "0", "0"], "gateway": ["0", "0", "0", 

"0"], "netmask": "0", "ipSource": "static", "mac": "00:a0:a5:7f:fa:ea"} 

 

 

 

 

{"status": "Success", "code": 0, "message": "" } 

{"status": "Failure", "code": 2, "message": "Target node is not present" } 

{"status": "Failure", "code": 3, "message": "Invalid payload ID" } 

{"status": "Failure", "code": 4, "message": "Bad parameters" } 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/Node/<node number>/Payload/<payload number>/Description –d "text=<description>" 

curl http://<platform ip>:9090/v3/Platform/<platform number>/Node/<node 

number>/Payload/<payload number>/Nic/<nic number>/Network 

--user <username>:<token> -d "ip=1.1.1.1&ipsource=static&netmask=27" 

 



 

 

 

{"status": "Success", "code": 0, "message": "" } 

 

{"number": "1", "name": "FRU1 Hot Swap", "type": "OEM Reserved", "unit": "", "analog": 

"no", "monitored": "no", "aggregation": "no", "value": "0x8002"} 

 

 

 

 

curl http://<platform ip>:9090/v3/Platform/<platform number>/Node/<node number>/Sensor/<sensor 

number>/Monitor 

--user <username>:<token> -d "value=yes" 



 

 

 

 

 

 

 

 

 

 

 

{ "numRecords": 639, "records": [{"recordId": 116, "timestamp": "2015-01-29T05:52:44Z", 

"generatorId": "Node1", "sensorNumber": 40, "sensorName": "ACPI State", "sensorType": 

"System ACPI Power State", "eventDirection": "Asserted", "eventData1": 0, "eventData2": 

255, "eventData3": 255, "eventDescription": ""}]} 

 

{"status":"Success", "code": 0, "message": ""} 

 

 

 

curl -G --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/SEL/Events -d "offset=116&limit=1" 

curl –X POST --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/SEL/Clear 



 

{ "pollingEnabled": true, "recordsRetention": 10000 } 

 

 

{"status":"Success", "code": 0, "message": ""} 

Possible errors: 

{"status":"Failure", "code": 4, "message": "Bad parameters"} 

{"status":"Failure", "code": 47, "message": "Database is locked."} 

{"status":"Failure", "code": 51, "message": "Database Error."} 

 

 

 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform 

number>/SEL/Settings -X PUT -d "pollingEnabled=true&recordsRetention=10000" 

curl  --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/SEL/Csv 



{"id": "PSU1", "number": "1", "name": "Power Supply 1", "type": "psu", 

"hotswapStatus":{"state ": "M4", "text": "Active"},"tempInlet": "24.00", "tempOutlet": 

"32.00", "vIn": "119.00", "powerOut": "48", "powerScale": "1400","peakConsumption": "104", 

"averageConsumption": "45"} 

 

{"status":"Success", "code": 0, "message": ""} 

 

’

Without alarm: {"alarmlevel": "None"} 

With an alarm: {"alarmlevel": "Fault"} 

 

 

i.e.: {"status": "off"} 

 

{"status":"Success", "code": 0, "message": ""} 



 

’

{"alarmlevel": "None"} 

{"alarmlevel": "Fault"} 

curl --user <username>:<token> http://<platform ip>:9090/v3/Platform/<platform number>/Fan/<fan 

number>/LED/Identify -d "command=on" 

 



 

{"status":"Success", "code": 0, "message": ""} 

{"status":"Failure", "code": 1, "message": ""} 

{"status":"Failure", "code": 2, "message": "Target Node is not present"} 

{"status":"Failure", "code": 3, "message": "Invalid Payload ID"} 

{"status":"Failure", "code": 4, "message": "Bad parameters"} 

{"status":"Failure", "code": 5, "message": "Internal Error"} 

{"status":"Failure", "code": 6, "message": "Invalid Slot Number"} 

{"status":"Failure", "code": 7, "message": "Invalid Speed Setting"} 

{"status":"Failure", "code": 8, "message": "Error sending <FILE_NAME>"} 

{"status":"Failure", "code": 9, "message": "Bad resource for platform"} 

{"status":"Failure", "code": 10, "message": "Bad request for platform handler"} 

{"status":"Failure", "code": 11, "message": "System not ready yet"} 

{"status":"Failure", "code": 12, "message": "Invalid API call"} 

{"status":"Failure", "code": 13, "message": "Upgrade in progress"} 

{"status":"Failure", "code": 14, "message": "Start Upgrade fail"} 

{"status":"Failure", "code": 15, "message": "Bad sensor number"} 

{"status":"Failure", "code": 16, "message": "Failed to set platform number"} 

{"status":"Failure", "code": 17, "message": "Failed to set IP table"} 

{"status":"Failure", "code": 18, "message": "Non remote platform went through stack handler"} 

{"status":"Failure", "code": 19, "message": "Error sending log Zip file"} 

{"status":"Failure", "code": 20, "message": "Missing parameter"} 

{"status":"Failure", "code": 21, "message": "Invalid file: Zip only"} 

{"status":"Failure", "code": 22, "message": "Model does not support KVM provisionning"} 

{"status":"Failure", "code": 23, "message": "Invalid password for user"} 



{"status":"Failure", "code": 24, "message": "Cannot delete admin user"} 

{"status":"Failure", "code": 25, "message": "User does not exist"} 

{"status":"Failure", "code": 26, "message": "User already exists"} 

{"status":"Failure", "code": 27, "message": "Invalid token for user"} 

{"status":"Failure", "code": 28, "message": "Invalid access level for API call"} 

{"status":"Failure", "code": 29, "message": "Basic HTTP Authentication required"} 

{"status":"Failure", "code": 30, "message": "No token for user. Authenticate at /Auth API"} 

{"status":"Failure", "code": 31, "message": "Token has expired. Reauthenticate at /Auth API"} 

{"status":"Failure", "code": 32, "message": "Invalid format for website configuration"} 

{"status":"Failure", "code": 33, "message": "Upload already in progress"} 

{"status":"Failure", "code": 34, "message": "User not permitted to modify others' passwords"} 

{"status":"Failure", "code": 35, "message": "API is not supported on this Hub Model"} 

{"status":"Failure", "code": 36, "message": "Failed to set management configuration."} 

{"status":"Failure", "code": 37, "message": ""The password format must have: a length of exactly 8 

characters, at least 1 lower case and 1 upper case letter, 1 or more numbers, 1 or more special 

characters."} 

{"status":"Failure", "code": 38, "message": "No bundle was found. Please upload a valid bundle 

before upgrading."} 

{"status":"Failure", "code": 39, "message": "Unhandled server-side exception. See logs for 

details."} 

{"status":"Failure", "code": 40, "message": "Cannot create more than one IPMI user"} 

{"status":"Failure", "code": 41, "message": "IPMI user cannot be deleted"} 

{"status":"Failure", "code": 42, "message": "This management server is not currently Active. Please 

connect to the Active management server."} 

{"status":"Failure", "code": 43, "message": "Certificate upload already in progress."} 

{"status":"Failure", "code": 44, "message": "Failed to write uploaded file."} 

{"status":"Failure", "code": 45, "message": "Uploaded .key file is protected by passphrase.\n 

Please remove and re-upload."} 

{"status":"Failure", "code": 46, "message": "Missing file. Must upload at least 'key' and 'cert' 

files."} 



{"status":"Failure", "code": 47, "message": "Database is locked."} 

{"status":"Failure", "code": 48, "message": "Invalid username. Cannot be empty and maximum 20 apha-

numeric characters."} 

{"status":"Failure", "code": 49, "message": "Invalid password. Cannot be empty or contain ", \', \ 

and maximum 20 characters."} 

{"status":"Failure", "code": 50, "message": "Invalid role selected for user."} 

{"status":"Failure", "code": 51, "message": "Database Error."} 

{"status":"Failure", "code": 52, "message": "You can only modify the password of the IPMI user."} 
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